BRUSHLESS DC FANS

& Longriow
it 40x40x20mm
1.60"x1.60"x0.80"

GENERAL SPECIFICATIONS

Motor Structure: Brushless DC Motor

Motor Protection: Auto-Restart | Polarity Protection(Optional)
Allowable Ambient Temperature Range:

-10°C ~ +70°C (Operating)

-40°C ~ +70°C (Storage)

(non-condensing environment)

Safety Standard: UL | TUV | ROHS | CE (Optional)
Customized Fan Features: FG | RD | IP56 (Optional)

MATERIAL

Frame : Plastic (UL94V-0)
Impeller : Plastic (UL94V-0)
Bearing&Expected Life:

Sleeve Bearing 30,000hrs (40°C);
Ball Bearing 70,000hrs (40°C)

Lead Wire : UL1007AWG#26 or Equivalent (+) Red, (-) Black

3 -
PERFORMANCE CURVES OUTLINE DRAWING
s BE unit: mm
=
=S
120 08
© 10004 \\ H
2 y N M
[72] 80
o 103 L
o NG - :
60 » E
© T P Q [
= \/’\/ F
n 407 < X &
L) RS \< .
201 b ~ {
= \ \\/\
0--0 [~ [~ T~
AT ©43+0.30
0 0.1 0.2 0.3 m* /min
Air Flow 32403,
4 4-04.3 £0.30
0.201_0.50 (TR RY eeR
.
MODEL SPECIFICATIONS
Rated Operating Input Input Speed Max. Air Flow Max. Air Pressure Noise Weight
Model Voltage Voltage Current Power Level
) V) ) W) RPM CEM MYMIN mm Hz0 in H,0 Pa dBA (G)
LFD4020NX05H 5 3.5-5.5 0.40 2.00 10000 10.79 0.31 10.91 0.43 107 38.0 24.0
LFD4020NX05M 5 3.5-5.5 0.25 1.25 8000 8.43 0.24 6.85 0.27 67 35.0 24.0
LFD4020NX05L 5 3.5-5.5 0.18 0.90 6000 6.47 0.18 4.06 0.16 40 27.0 24.0
LFD4020NX05E 5 3.5-5.5 0.10 0.50 4000 3.93 0.11 1.78 0.07 17 23.0 24.0
LFD4020NX12H 12 7.0-13.8 0.16 1.92 10000 10.79 0.31 10.91 0.43 107 38.0 24.0
LFD4020NX12M 12 7.0-13.8 0.13 1.56 8000 8.43 0.24 6.85 0.27 67 35.0 24.0
LFD4020NX12L 12 7.0-13.8 0.08 0.96 6000 6.47 0.18 4.06 0.16 40 27.0 24.0
LFD4020NX12E 12 7.0-13.8 0.05 0.60 4000 3.93 0.11 1.78 0.07 17 23.0 24.0
LFD4020NX24H 24 14.0-27.6 0.12 2.88 10000 10.79 0.31 10.91 0.43 107 38.0 24.0
LFD4020NX24M 24 14.0-27.6 0.08 1.92 8000 8.43 0.24 6.85 0.27 67 35.0 24.0
LFD4020NX24L 24 14.0-27.6 0.05 1.20 6000 6.47 0.18 4.06 0.16 40 27.0 24.0

* X refers to bearing type and can be B or S (B: ball bearing; S: sleeve bearing)

*Important Note: All specifications and descriptions are for reference only and may be subject to change without prior notice.
Please contact us for any update or further information at marketing@ventilation-fan.com
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